
pANTO

Un apparecchio da esterno perfetto per l’illuminazione 
di parchi, giardini ed aree di sosta. Tre modelli, con 
altezza differente, (50-90-170cm) semplificano 
l’installazione secondo le diverse necessità.  La testa 
ottica si caratterizza per la sorgente led SMD, un 
diffusore cilindrico ed uno schermo di protezione , in 
policarbonato opalino. Questo abbinamento permette 
di ottenere una perfetta diffusione della luce nell’intera 
area circostante con flussi confortevoli e privi di ab-
bagliamento. La struttura dell’apparecchio, solida 
e compatta, è realizzata in alluminio verniciato con 
polveri epossidiche adatte all’impiego in esterni. Tutti 
gli apparecchi della serie Panto sono completi di driver 
e precablati con cavo di alimentazione e connettore 
IP68.  Viene fornito con base in pressofusione prefo-
rata per una semplice posa su plinto in cemento. 

An outdoor fixture perfect for illuminating parks, gar-
dens, and parking areas. Three models, with different 
heights (50-90-170cm), simplify installation accord-
ing to various needs. The optical head is characterized 
by an SMD LED light source, a cylindrical diffuser, and 
an opal polycarbonate protective screen. This com-
bination allows for perfect light diffusion throughout 
the surrounding area with comfortable and glare-free 
illumination. The fixture’s solid and compact structure 
is made of epoxy powder-coated aluminum suitable for 
outdoor use. All fixtures in the Panto series come com-
plete with drivers and pre-wiring, including an IP68-
rated connector. It comes with a pre-drilled die-cast 
base for easy installation on a concrete plinth.
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Model Colour Power Source Lumen Output CCT Optic Weight Code

h. 50 cm. Anthracite 18 W SMD Led 1070 lm 3000 K Diffuse 2,6 kg GRD05231

h. 90 cm. Anthracite 18 W SMD Led 1070 lm 3000 K Diffuse 4,0 kg GRD05331

h. 170 cm. Anthracite 36 W SMD Led 2300 lm 3000 K Diffuse 6,8 kg GRD06131

220÷240Vac |  IP65 |  IK06   L80/B50 36.000 h.  |  CRI>80
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